
FAX408 Dimensional Drawings
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SPECIFICATIONS OF  FACSIMILE RECEIVER

FACSIMILE RECEIVER

FAX30

GENERAL
Frequency Range  80 kHz to 160 kHz, 2 MHz to 25 MHz, 490 kHz, 518 kHz (NAVTEX)

Class of Emission  F3C, J3C, F1B (NAVTEX)

Receiving System Double superheterodyne
Number of Channel  1000 channels
Storage Fax  12 pictures

NAVTEX 130 messages, 55 characters x 20 lines
Character size: 2.6 x 5.3 mm

Scanning Speed 60, 90, 120, 180 or 240 r.p.m., automatic or manual selection
I.O.C.  576 or 288, automatic or manual selection
Display Color  Monochrome, 8 shades of gray, Blue shades,

Pink and black, Red and blue
Networking Standard Ethernet 10Base-T TCP/IP
ENVIRONMENT
Temperature -15˚C to +55˚C
Waterproofing IPX2
POWER SUPPLY

12-24 VDC: 1.0-0.5 A
MINIMUM SYSTEM REQUIREMENTS FOR PC
OS Windows 98, 2000, ME, XP
CPU 600 MHz or faster
RAM 128 MB or more
Resolution 1024 x 768 pixels
Browser Internet Explorer Ver. 5.01  SP2/5.5  SP2/6.0  SP1,

Netscape Communicator Ver. 4.78/6.2/7.0

FACSIMILE RECEIVER

FAX408

RECEIVER CHARACTERISTICS
Frequency Range 2 MHz to 25 MHz in 100 Hz steps
Number of
Channels

User programmed 164
Pre-programmed 150

Receiving System Synthesized double super heterodyne
Mode of Reception F3C
Sensitivity MF/HF: 2µV at 20 dB SINAD
RECORDER CHARACTERISTICS
Recording System Thermal head printing 
Recording Paper 216 mm x 20 m with effective width of 212 mm
Scanning Speed 60, 90, 120 rpm
Gradation 9 levels
Phase Control Automatic or manual
Operation Automatic* or manual   *By APSS signal

Schedule Timer 16 programs/week
ENVIRONMENT
Temperature -10˚C to +50˚C
POWER SUPPLY 

12-24 VDC, less than approx. 28 W

FAX30 Receiver Unit 2.0 kg  4.4 lb

Preamp Unit FAX-5 1.3 kg  2.9 lb

FAX408 Receiver Unit 5.6 kg  12.3 lb
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